US009434195B2

a2 United States Patent (10) Patent No.:  US 9,434,195 B2
Ozeki 45) Date of Patent: Sep. 6, 2016
(54) PRINTING INSTRUCTION APPARATUS, 7,558,916 B2* 7/2009 Chikusa ................ GOGF 3/0617
PRINTING SYSTEM, PRINTING ) 717111
INSTRUCTION METHOD, AND COMPUTER 8,730,488 B2 = 5/2014 Kakitsuba
READABLE MEDIUM 8,817,276 B2 8/2014 Yamakawa ........... GO6I§5185//10%
2008/0068635 Al* 3/2008 Asano ............. GO6F 3/1264
(71) Applicant: FUJI XEROX CO., LTD., Tokyo (JP) e 3587113
2010/0007905 Al* 1/2010 Murashita ............. GOG6F 3/1205
(72) Inventor: Kazunori Ozeki, Kanagawa (JP) 358/1.13
2012/0008166 Al* 1/2012 Noto et al. ............ GOG6F 3/1204
(73) Assignee: FUJI XEROX CO., LTD., Tokyo (IP) 358/1.15
(*) Notice:  Subject to any disclaimer, the term of this FOREIGN PATENT DOCUMENTS
patent is extended or adjusted under 35
U.S.C. 154(b) by 0 days. 1P 2011243067 A 1212011

* cited by examiner
(21) Appl. No.: 14/606,557

(22) Filed: Jan. 27, 2015 Primary Examiner — Allen H Nguyen
. L. (74) Attorney, Agent, or Firm — Sughrue Mion, PLLC
(65) Prior Publication Data
US 2016/0067990 Al Mar. 10, 2016 (57) ABSTRACT
(30) Foreign Application Priority Data A printing instruction apparatus includes a definition unit, a
group storage unit, a difference storage unit, and a determi-
Sep. 8, 2014 (JP) ................................. 2014-182154 nation unit. The definition unit defines a function of a

printing apparatus. The group storage unit stores, for each of

(1) Int. CI. groups of printing apparatuses categorized in accordance

(52) €4S1 T C219/38 (2006.01) with a predetermined rule, function information indicating a
M function provided in a printing apparatus which belongs to
C.PC ............... o e B41J 29/38 (2013.01) the group from among functions defined by the definition

(58) Field of Classification Search unit. The difference storage unit stores, for each apparatus
CPC e B41J 29/38 type, difference information indicating a group to which the
USPC oot 358/1.13, 1.15, 1.16

apparatus type belongs and a difference between apparatus
types of printing apparatuses. The determination unit deter-
mines a function of each apparatus type, based on the

See application file for complete search history.

(56) References Cited function information corresponding to the apparatus type
U.S. PATENT DOCUMENTS which is identified by the group indicated by the difference
information.
5727135 A *  3/1998 Webb ...ooovcrvennnnnnn. GO6F 3/1204
358/1.14
7,328,224 B2* 2/2008 Kawamoto ... GOGF 3/1205 11 Claims, 12 Drawing Sheets
10
P,
~102 ~105
PRINTER DRVER SERVICE SOFTWARE

INTRA-GENERATION
INFORMATION

-
MANAGEMENT UNIT
PROCESSINGUNT | | I WTRA-GENERATION
L " INFORMATION . [~113b »113

~112 | MANAGEMENT UNIT

~—113a

STATUS
FUNCTION 5 T oAnense
INTRA-GENERATION
DSPLAYONT L ™ eomuton 113
MANAGEMENT UNIT

FUNCTION
INFORMATION
STORAGE UNIT

103

LANGUAGE
MONITOR

APPLICATION

SPOOLER




U.S. Patent

Sep. 6, 2016

Sheet 1 of 12

FIG. 1

US 9,434,195 B2

H




US 9,434,195 B2

Sheet 2 of 12

Sep. 6, 2016

U.S. Patent

. | wouNow B
- ) ~ 004 ] Nolvonddy
0e 701~ goL— A 10}~
LIN1 397018 TS0
NOLLFINOAM D Llieodn
Gl NOILONN pll AN
s R
) -
Y W™ olveEngs v LN AYIdSIC
NESC RN NOLLONMS -
©| SNLYIS > LINA ININTOYNYI 7L
1< eLb~  NOILYIWgOAN)
90} NOLLYHINO-VHIN 1INN ONISST0Nd
SIS
YOLINOW LINN LNGNEO VN
SNLYLS BeLL~d  NOILYWSO4N] L~
- NOLLYAINIS-WULNI
0L~
JoWML0S IS IO HALNING
01—~ 201~
\
0l .
¢ 9l4




US 9,434,195 B2

Sheet 3 of 12

Sep. 6, 2016

U.S. Patent

d4S 40102 € [ 3dAL SNLVHVddY
d4i JNOHHOONOW € H3dAL SNLVHYddY
d4iN 40102 £ O AdAL SNLVEVYddY
d4S 40100 ¢ 4 3dAL SNLYYvddY
ddin JNOHHOONOW ¢ 3 3dAL SNLVEVddY
d4i d0102 ¢ d 3dAL SNLvYVddY
d4S 40100 | O 3dAL SNLVYYddY
d4i JANOYHOONOW | 4 3dAL SNLVHVddY
d4i d01700 | ¥ 3dAL SN1VHVddY
d4S/d4N JNOHHOONOW/HO 100 NOILYH3INTD W31l

NOILYIWHOANI JONFHIH410 IdAL-HTLNI

¢ Old




US 9,434,195 B2

Sheet 4 of 12

Sep. 6, 2016

U.S. Patent

£ NOILYIHOAN
O O O O O ¢ NOILYHANTO
Wd4S/d4N, 40 WAL NI A3LYDION ~YYINI
SI',d4W, NIHM ATNO 180ddNS
<Z NOILIONOD> 5 2 NOILYIHOAN
— O O O 4 NOILYYINT
ANOMHOONOWMOT0D, Y IN| 0
S 50700, FGHIT AN oS
__ __ L NOLLYIWHOAN!
<} NOLLIGNGO> O — O O O | NOILY4INGD
-Y4INI
NOLLONNA Azo_zzav
<Z NOILIONOD> 52_&1 TEVIIVA /| <) NOILIONOD>
¥4 NV TIndino | 3aowyoT00 | 3758
SNOILIANOD 1H0ddNS diV1S | 3A193T0n NOILYYINTD e

LSITNOILINNA F18YIYANOILONNS

NOLLYWHOANI NOILYHINTO-VY NI

v Ol




US 9,434,195 B2

Sheet 5 of 12

Sep. 6, 2016

U.S. Patent

JNOGHIONOWAQTOD, 40 W3LI NI
{3L¥OIANI SI.INOIHOONOW, NFHM .INOEHOONOW HO4,

OMHOONONAOT0D, | TNOEHOONOWHOA | 40100404 diNv1s
40 W3L! NI G3LYIONI 140700, N3HM 40100 ¥4,
NOILYHIN9, 40 WILI NI GILYOIONI S1 €. H0 (2, NIHM S3DYd 8 g N 1Nd1N0
MNOILYHIND, 40 WALI NI GILWDIONI S b NIHM S39¥d ¥ IAILOITION
SNOILIGNOD NOILOFT3S 2 INVINYA | INVISYA 3Ll

NOILYIHOANI NOILONNS F1avIdvA

G Old




U.S. Patent Sep. 6, 2016 Sheet 6 of 12 US 9,434,195 B2

FIG. 6

RECEIVE OPERATION INPUT 3101
FOR SELECTING APPARATUS TYPE

l

DETERMINE INTER-TYPE DIFFERENCE
INFORMATION CORRESPONDING —~—S5102
TO SELECTED APPARATUS TYPE

Y

DETERMINE INTRA-GENERATION INFORMATION | ¢ 403
MANAGEMENT UNIT CORRESPONDING TO
GENERATION OF SELECTED APPARATUS TYPE

Y

DETERMINE FUNCTION SUPPORTED 5104
BY SELECTED APPARATUS TYPE

5105

IS VARIABLE
FUNCTION INCLUDED IN
FUNCTIONS PROVIDED IN SELECTED
APPARATUS TYPE?

~— 5106
DETERMINE VARIANT OF VARIABLE FUNCTION

Y

( END )



US 9,434,195 B2

Sheet 7 of 12

Sep. 6, 2016

U.S. Patent

N Lo ¢ T3dAL SNLVEYAAY | T3dAL SNLVHVddY
OO ¢ H IdAL SNLVEYAAY | HIdAL SNLYMVAdY
o RO ¢ 9 JAL SNLVAVAAY | © TdAL SNLYEVAY
e ey Z 4 3AL SNIVAYAAY | 4 3dAL SNLVHYAdY
NGO Z 33JAL SNLYAVAY | 3 3dAL SNLVHVAY
N AN Z 0 3dAL SNLYAYAdY | O 3dAL SNLYEYddY
o LR F 0 IdAL SNLYAYAAY | O IdAL SNLYNVAdY
o QRO P 83dALSNLYVAYADY | 8 3dAL SNIVSYddY
NGO O _ V 3dAL SNLYAVAAY | V 3dAL SNLvaYddy
NOLLINE WL NOLLYHINIO Mmm@% | IdAL SNLVHYddY
. "9Old




US 9,434,195 B2

Sheet 8 of 12

Sep. 6, 2016

U.S. Patent

- e ® O O | \GIJETHEON 130k Sniwivddy
O O O = O | o WSO | | HIdALSnLvYday
O O O ¢ O | W EIALEOM | 93dAL snuvvady
- —~ O e O | (SISO | | 4 3AL snwsvddy
O - O - O | \(SIRETESO | 33ah snivvddy
® - O O O | \(GIREHECM | Q3dALsnivvddy
— - O ® O | G LTNEOA 1 03 snivday
¢ - 0 - O |\ L0 | 83eL snumvedy
® - 0O O O | g WATHEOM | v 3dAL snimvddy
s | (e A_Mm%mm/wm ) 0000100 | 325 | ol kSN | 3eAL Snivvgy
WIS 35300
8 Old




US 9,434,195 B2

Sheet 9 of 12

Sep. 6, 2016

U.S. Patent

¥0702 ¥04 S3OVd 8 T 3dAL SNLY¥VddY
JWOHOONOW HOA4 S3OVd 8 H 3dAL SNLYHYddY
¥0700 ¥OA S3OVd 8 9 3dAL SNLYHYddY
— S3OVd 8 4 3dAL SNLYYddY

— S3OVd 8 3 3dAL SNLY¥YddY

— S3OVd 8 0 3dAL SNLY¥VddY

— S3OVd ¥ 0 3dAL SNLYHVddY

— S3OVd ¥ g 3dAL SNLYHVddY

— S3OVd ¥ W 3dAL SNLYHYAdY

dINV1S LT JdAL SNLYHYddY
6 Ol




US 9,434,195 B2

Sheet 10 of 12

Sep. 6, 2016

U.S. Patent

- 40700 ¥04 %8 | O O 449 40100 3 STy
O |3anowHoonomyod | sFovds | — 0 Al | IN0YHOONON | ¢ vy
® 407109 404 s9vd8 | O O i 40100 3 o
— _ %8 | O 0O ¢4s 40702 : Sl
O . SIVdE | — O Gl | 3nOSHIONOW | 2 Ay
e - S8 | O O i 40707 Z ALY
| _ svdyr | O O ¢4s 40707 _ ey
o - Svdy | — o AN | IHOHHOONON | Ny
e - Sy | O O &l 40707 e LY
v | s | 0 | 3 | s | amen |0 oo
0l 9Ol




U.S. Patent Sep. 6, 2016 Sheet 11 of 12 US 9,434,195 B2
FIG. 11A
RELATED ART 200
f_/204a
DEENITON N
~ 201 —203a (FUNCTION A)
APPARATUS TYPE
PROEE'SNSTI'NNGGUN,T INFORMATION DEFINITION UNIT [~ 204b
(APPARATUS TYPE 1) FUNCTION
DEFINITION UNIT
202 ~~203b [FUNCTIONB)
APPARATUS TYPE
DIFS%’\L'E'SNH INFORMATION DEFINITION UNIT ~ 204c
(APPARATUS TYPE 2) FUNCTION
DEFINITION UNIT
(FUNCTION )
FIG. 11B
RELATED ART 200
F/204a
FUNCTION
2033 DEFINITION UNIT
O g
204b
201 ~
~ (APPARATUS TYPE 1) S
PRINTING 203 DEFINITION UNIT
PROCESSING UNIT PRI (FUNCTION B)
0 INFORMATICN DEFINITION UNIT —204c
~ (APPARATUS TYPE ) T
FUNCTION 2036 DEFFINITIT(I)N UNIT
DISPLAY UNIT SRS TYRE (FUNCTION C)
INFORMATION DEFINITION UNIT — 2044
(APPARATUS TYPE 3) FONCTION
DEFINITION UNIT
(FUNCTION D)




U.S. Patent Sep. 6, 2016 Sheet 12 of 12 US 9,434,195 B2

FIG. 12

10

/

A1 13
MAGNETIC DISK
CPU DEVICE

12 14

MAIN MEMORY COMMUNICATION I/F

15

DISPLAY MECHANISM

16

INPUT DEVICE




US 9,434,195 B2

1
PRINTING INSTRUCTION APPARATUS,
PRINTING SYSTEM, PRINTING
INSTRUCTION METHOD, AND COMPUTER
READABLE MEDIUM

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is based on and claims priority under 35
USC 119 from Japanese Patent Application No. 2014-
182154 filed Sep. 8, 2014.

BACKGROUND

(1) Technical Field

The present invention relates to a printing instruction
apparatus, a printing system, a printing instruction method,
and a computer readable medium.

(ii) Related Art

In a printing instruction apparatus which supports printing
apparatuses of plural apparatus types, with a configuration in
which functions provided in the individual apparatus types
of printing apparatuses are defined for the individual appa-
ratus types and the contents of the individual functions are
defined for the individual functions, the number of combi-
nations of apparatus types and functions increases, and
therefore the amount of operation required for operation
guarantee may increase.

SUMMARY

According to an aspect of the invention, there is provided
a printing instruction apparatus including a definition unit, a
group storage unit, a difference storage unit, and a determi-
nation unit. The definition unit defines a function of a
printing apparatus. The group storage unit stores, for each of
groups of printing apparatuses categorized in accordance
with a predetermined rule, function information indicating a
function provided in a printing apparatus which belongs to
the group from among functions defined by the definition
unit. The difference storage unit stores, for each apparatus
type, difference information indicating a group to which the
apparatus type belongs and a difference between apparatus
types of printing apparatuses. The determination unit deter-
mines a function of each apparatus type, based on the
function information corresponding to the apparatus type
which is identified by the group indicated by the difference
information.

BRIEF DESCRIPTION OF THE DRAWINGS

Exemplary embodiments of the present invention will be
described in detail based on the following figures, wherein:

FIG. 1 is a diagram illustrating an example of a schematic
configuration of an image forming system according to an
exemplary embodiment;

FIG. 2 is a block diagram illustrating an example of the
functional configuration of a terminal apparatus according to
an exemplary embodiment;

FIG. 3 is a diagram illustrating an example of inter-type
difference information;

FIG. 4 is a diagram illustrating an example of intra-
generation information;

FIG. 5 is a diagram illustrating an example of variable
function information;
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2

FIG. 6 is a flowchart illustrating an example of a process
for determining a function provided in an image forming
apparatus;

FIG. 7 is a diagram for explaining an example of intra-
generation information corresponding to a selected appara-
tus type;

FIG. 8 is a diagram for explaining an example of a
function provided in a selected apparatus type;

FIG. 9 is a diagram for explaining an example of a
variable function provided in a selected apparatus type;

FIG. 10 is a diagram illustrating an example of specifi-
cations of individual apparatus types of image forming
apparatuses;

FIGS. 11A and 11B are diagrams for explaining examples
of a known universal driver; and

FIG. 12 is a diagram illustrating an example of a hardware
configuration of a terminal apparatus according to an exem-
plary embodiment.

DETAILED DESCRIPTION

Overall Configuration of System

First, the overall configuration of an image forming
system 1 according to an exemplary embodiment will be
explained. FIG. 1 is a diagram illustrating an example of a
schematic configuration of the image forming system 1
according to an exemplary embodiment. As illustrated in
FIG. 1, the image forming system 1, which is an example of
a printing system, includes a terminal apparatus 10, an
image forming apparatus 20q, and an image forming appa-
ratus 205 which are connected to one another via a network
30. Although the image forming apparatus 20a and the
image forming apparatus 204 are illustrated in FIG. 1, they
will be referred to as image forming apparatuses 20 when no
distinction is made between them. Although the two image
forming apparatuses 20 are illustrated in the example of FIG.
1, three or more image forming apparatuses 20 may be
provided.

The terminal apparatus 10, which is an example of a
printing instruction apparatus, is a computer apparatus
which is operated by a user for printing documents. The
terminal apparatus 10 issues an instruction for printing to an
image forming apparatus 20 in accordance with a user
operation. For example, a personal computer (PC) may be
used as the terminal apparatus 10.

The image forming apparatuses 20, which are an example
of printing apparatuses, form an image on a recording
medium, such as paper, and perform printing processing.
Apparatuses which only have a printing function may be
used as the image forming apparatuses 20. However, appa-
ratuses which have other image processing functions includ-
ing a copying function, a scanning function, and a facsimile
function as well as the printing function may be used.

The network 30 is a communication unit used for infor-
mation communication between the terminal apparatus 10
and the image forming apparatuses 20. For example, a local
area network (LAN) or the Internet may be used as the
network 30.

Functional Configuration of Terminal Apparatus

Next, a functional configuration of the terminal apparatus
10 will be explained. FIG. 2 is a block diagram illustrating
an example of the functional configuration of the terminal
apparatus 10 according to an exemplary embodiment. In the
terminal apparatus 10, an application program (hereinafter,
referred to as an “application”) 101, a printer driver 102, a
spooler 103, a language monitor 104, and service software
105 operate.
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The application 101 is a program which generates image
data to be printed and retrieves generated image data, in
accordance with a user operation.

The printer driver 102 is a program for transmitting a print
job to the image forming apparatus 20 via the spooler 103
and the language monitor 104 and controlling output of
documents from the image forming apparatus 20 when a
request for printing based on image data is received from the
application 101. The print job mentioned above represents
data which includes image data to be printed and a control
instruction describing settings for printing processing and
which serves as a unit of printing processing performed by
the image forming apparatus 20. The details of the printer
driver 102 will be described later.

The spooler 103 is a program for temporarily storing a
print job to be output to the image forming apparatus 20 via
a graphic device interface (GDI) as an electronic document
rendering instruction and retrieving and transmitting the
print job to the language monitor 104 in accordance with a
predetermined rule, in response to a printing instruction
from the printer driver 102.

The language monitor 104 communicates bi-directionally
with the image forming apparatus 20. The language monitor
104 monitors the status of the image forming apparatus 20
and transmits a print job to the image forming apparatus 20.

The service software 105 acquires operation information
of the image forming apparatus 20 and notifies a user of the
operation information. The service software 105 functions
as a status database 106 and a status monitor 107.

The status database 106 stores operation information of
the image forming apparatus 20 notified from the language
monitor 104.

The status monitor 107 performs display on a display
mechanism 15 (described later) of the terminal apparatus 10
or the like, based on operation information of the image
forming apparatus 20 stored in the status database 106, at
preset time intervals.

Explanation of Printer Driver

Next, the details of the printer driver 102 will be
explained below.

The printer driver 102, as a single unit, corresponds to the
image forming apparatuses 20 of the plural apparatus types
and is able to function as a so-called universal printer driver
(hereinafter, referred to as a universal driver) which is able
to provide functions equivalent to drivers dedicated to
various apparatus types. By installing the printer driver 102
into the terminal apparatus 10, printing is able to be per-
formed by the image forming apparatuses 20 of different
apparatus types. Furthermore, when an image forming appa-
ratus 20 different from, for example, the image forming
apparatuses 20a and 205, which have already been intro-
duced, is newly introduced into the image forming system 1,
there is no need to separately install a new printer driver.

The terminal apparatus 10 includes, as functions of the
printer driver 102, a printing processing unit 111, a function
display unit 112, an intra-generation information manage-
ment unit 113, an inter-type difference information storage
unit 114, and a function information storage unit 115.

The printing processing unit 111, which is an example of
a printing instruction unit, is provided as a function unit
common to various apparatus types of the image forming
apparatuses 20. The printing processing unit 111 generates a
print job for instructing the image forming apparatus 20 for
printing and outputs the generated print job.

The function display unit 112, which is an example of a
display, is provided as a function unit common to various
apparatus types of the image forming apparatuses 20. The
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function display unit 112 functions as a user interface with
a user. In this example, for example, when a user intends to
use an image forming apparatus 20, the function display unit
112 receives an operation input for selecting the apparatus
type of the image forming apparatus 20 to be used. For
reception of an operation input for selecting an apparatus
type, for example, the function display unit 112 displays on
the display mechanism 15 (described later) of the terminal
apparatus 10 a list of apparatus types of the image forming
apparatuses 20 existing in the image forming system 1, and
receives from a user an operation input for selecting an
apparatus type via the display mechanism 15. Furthermore,
for example, the function display unit 112 displays infor-
mation of various functions provided in the image forming
apparatus 20 of the apparatus type selected by the user and
receives from the user an operation input for performing
printing via the display mechanism 15.

The intra-generation information management unit 113,
which is an example of a group storage unit and a determi-
nation unit, exists for each generation to which an image
forming apparatus 20 belongs. The intra-generation infor-
mation management unit 113 stores information defining a
function which is likely to be provided in the image forming
apparatus 20 belonging to the generation (hereinafter,
referred to as intra-generation information). In the example
illustrated in FIG. 2, the intra-generation information man-
agement unit 113 for three generations are illustrated as
intra-generation information management units 113a, 1135,
and 113c¢. The generation mentioned above represents a
group of image forming apparatuses 20 of plural apparatus
types having the same development time or close develop-
ment times. It is considered that the image forming appa-
ratuses 20 belonging to the same generation are highly likely
to have close development times and have the same func-
tion. In this exemplary embodiment, a generation is used as
an example of a group of printing apparatuses categorized in
accordance with a predetermined rule.

For example, the intra-generation information manage-
ment unit 113 for “generation 1” defines a list of functions
that are likely to be provided in the image forming appara-
tuses 20 belonging to the “generation 1” as intra-generation
information. In the case where an image forming apparatus
20 of a new generation is added within the image forming
system 1, an intra-generation information management unit
113 for the new generation is added and intra-generation
information for the new generation is stored in the added
intra-generation information management unit 113. Further-
more, when the contents and behavior of an existing func-
tion in an apparatus type of a new generation are changed
from those of an existing apparatus type, instead of modi-
fying the existing function, a new function is added and
reflected only in the new intra-generation information man-
agement unit 113. Thus, the change does not affect intra-
generation information of the other generations. In this
exemplary embodiment, intra-generation information is
used as an example of function information.

The inter-type difference information storage unit 114,
which is an example of a difference storage unit, stores, for
each apparatus type, information defining a difference
between apparatus types of the image forming apparatuses
20 (hereinafter, referred to as inter-type difference informa-
tion). For example, inter-type difference information
defines, for each apparatus type of the image forming
apparatus 20, information indicating whether or not the
apparatus type has a function for outputting images in color
to paper (hereinafter, referred to as a color function),
whether or not the apparatus type has a facsimile function,
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and the like. The inter-type difference information also
includes information indicating to which generation each
apparatus type of the image forming apparatus 20 belongs.
In this exemplary embodiment, inter-type difference infor-
mation is used as an example of difference information.

The function information storage unit 115, which is an
example of a definition unit and a variable function storage
unit, stores, for all the functions that are likely to be provided
in the image forming apparatus 20, information which
specifically defines the contents of the functions. For
example, the function display unit 112 performs display
corresponding to a function selected to be used, based on
information of individual functions stored in the function
information storage unit 115. For example, the printing
processing unit 111 generates a print job for instructing
printing with a function selected to be used, based on
information of individual functions stored in the function
information storage unit 115.

The function information storage unit 115 stores infor-
mation (hereinafter, referred to as variable function infor-
mation) which defines a function (hereinafter, referred to as
variable function) including the contents of different func-
tions. For example, variable function information defines,
regarding a function for outputting plural pages onto a single
sheet of paper (hereinafter, referred to as a collective output
function), specific contents, such as a function for collec-
tively outputting four pages onto a single sheet of paper and
a function for collectively outputting eight pages onto a
single sheet of paper. In the case where an image forming
apparatus 20 of a specific type has a variable function, the
specific contents that functions defined in the variable func-
tion information embody (support) are determined based on
variable function information and inter-type difference
information of the specific apparatus type. The details of the
variable function information will be described later.

In addition, when receiving from a user an operation input
for selecting an apparatus type to be used, the function
display unit 112 acquires from the inter-type difference
information storage unit 114 inter-type difference informa-
tion of the apparatus type selected by the user, and identifies
the generation to which the apparatus type belongs. After
identifying the generation to which the selected apparatus
type belongs, the function display unit 112 determines the
intra-generation information management unit 113 corre-
sponding to the identified generation. Then, the determined
intra-generation information management unit 113 deter-
mines a function supported by the apparatus type, based on
stored intra-generation information (that is, intra-generation
information corresponding to the generation to which the
selected apparatus type belongs) and the inter-type differ-
ence information for the apparatus type.

That is, in order that the printer driver 102 operates as a
printer driver for a specific apparatus type, inter-type dif-
ference information for the specific apparatus type is set for
intra-generation information for the generation to which the
specific apparatus type belongs. Furthermore, in the case
where a variable function is included in a function supported
by the selected apparatus type, the intra-generation infor-
mation management unit 113 determines, based on inter-
type difference information of the apparatus type and vari-
able function information, the contents of a function to be
supported as the variable function. The details of the inter-
type difference information, the variable function informa-
tion, and the intra-generation information will be described
later.
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Explanation of Inter-Type Difference Information

Next, inter-type difference information will be explained.
FIG. 3 is a diagram illustrating an example of inter-type
difference information. In the example illustrated in FIG. 3,
inter-type difference information defined with regard to nine
apparatus types: apparatus types A to I, for items, such as
“generation”, “color/monochrome”, and “MFP/SFP”, is
illustrated. “Generation” represents a generation to which
each apparatus type belongs. “Color/monochrome” repre-
sents whether or not each apparatus type has a color func-
tion. “Color” indicates that an apparatus type has a color
function. “Monochrome” indicates that an apparatus type
does not have a color function and performs printing in black
and white. “MFP/SFP” represents whether or not each
apparatus type has an image processing function, such as a
facsimile function, which is not a printing function. “MFP”
indicates that an apparatus type has an image processing
function which is not a printing function. “SFP” indicates
that an apparatus type does not have an image processing
function which is not a printing function.

In the inter-type difference information illustrated in FIG.
3, for example, the apparatus types A to C are in their
generation “1”, the apparatus types D to F are in their
generation “2”, and the apparatus types G to I are in their
generation ‘“3”. Furthermore, for example, the apparatus
type A has the color function and a different image process-
ing function. Meanwhile, for example, the apparatus type B,
which is in its generation “1” like the apparatus A, does not
have the color function but has a different image processing
function. Furthermore, for example, the apparatus type D,
which is in its generation “2” unlike the apparatus A, has the
color function and a different image processing function.

As described above, inter-type difference information
indicates a generation to which each apparatus type belongs
and information regarding a configuration which varies
according to the apparatus type.

Explanation of Intra-Generation Information

Next, intra-generation information will be explained. FIG.
4 is a diagram illustrating an example of intra-generation
information. In the example illustrated in FIG. 4, intra-
generation information for the generation “1” is defined as
“intra-generation information 17, intra-generation informa-
tion for the generation “2” is defined as “intra-generation
information 2”, and intra-generation information for the
generation “3” is defined as “intra-generation information
3”. Intra-generation information for each generation defines
the contents of a function that is likely to be provided in the
image forming apparatus 20 belonging to the generation.
Furthermore, in the example illustrated in FIG. 4, individual
pieces of intra-generation information are illustrated. How-
ever, individual pieces of intra-generation information (in-
tra-generation information for the generation “1”, intra-
generation information for the generation “2”, and intra-
generation information for the generation “3”) are stored in
corresponding intra-generation information management
units 113.

“Size” represents whether or not an apparatus type
belonging to each generation has a function for selecting the
size of paper. “Color mode” represents whether or not an
apparatus type belonging to each generation is able to select
color printing. “Collective output” represents whether or not
an apparatus type belonging to each generation has a col-
lective output function. “Stamp” represents whether or not
an apparatus type belonging to each generation has a func-
tion for adding a predetermined image to output paper
(hereinafter, referred to as a stamp function). Predetermined
images include, for example, an image indicating that the
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printing contents are confidential, an image representing a
company to which a user belongs, and the like. “Fax”
represents whether or not an apparatus type belonging to
each generation has a facsimile function.

Furthermore, intra-generation information defines support
conditions to be met for supporting individual functions. In
the example illustrated in FIG. 4, for “color mode” and
“FAX”, condition 1 and condition 2 are set, respectively, as
support conditions. The condition 1 set for “color mode”
defines that only the case where “color” is indicated in the
item “color/monochrome” is supported. That is, the condi-
tion 1 defines that an apparatus type for which the item
“color/monochrome” indicates “color” in the inter-type dif-
ference information supports the function of “color mode”
and is therefore able to select color printing. Furthermore,
the condition 2 set for “FAX” defines that only the case
where “MFP” is indicated in the item “MFP/SFP” in the
inter-type difference information is supported. That is, the
condition 2 defines that an apparatus type for which the item
“MFP/SFP” indicates “MFP” in the inter-type difference
information supports the facsimile function as the function
of “FAX”.

As described above, for a function for which a support
condition is set, a determination as to whether or not
individual apparatus types have the function is performed
based on the contents of inter-type difference information.

Furthermore, information indicating that the collective
output function represented by “collective output” and the
stamp function represented by “stamp” are variable func-
tions is added to the collective output function and the stamp
function. For the above variable functions, the specific
contents of functions are defined in variable function infor-
mation.

In the example illustrated in FIG. 4, for example, in the
intra-generation information 1 for the generation “17, a
circle mark is found in “size”, “color mode”, “collective
output”, and “FAX”. Thus, the intra-generation information
1 indicates that the apparatus type belonging to the genera-
tion “1” is likely to have the function for selecting the size
of paper, the color function, the collective output function,
and the facsimile function. However, since support condi-
tions are set for “color mode” and “FAX”, only an apparatus
type that belongs to the generation “1” and meets the
corresponding condition has the color function or the fac-
simile function. Furthermore, “collective output” and
“stamp” are variable functions and the specific contents of
functions are determined based on variable function infor-
mation.

As described above, in intra-generation information, a
function that is likely to be provided in each apparatus type
is indicated for each generation, and a condition to be met
to have the function is defined by a support condition.
Furthermore, for a variable function, information indicating
that the function is a variable function is added within
intra-generation information.

Explanation of Variable Function Information

Next, variable function information will be explained.
FIG. 5 is a diagram illustrating an example of variable
function information. In this example, in variable function
information, variants indicating the specific contents of
functions of each variable function are set. A variable
function is a collection of plural variants. Individual variants
in a variable function have close but not the same contents
of functions.

In the example illustrated in FIG. 5, the collective output
function represented by “collective output” and the stamp
function represented by “stamp” are defined as variable
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functions, and a “variant 1” and a ‘““variation 2” are set as
variants. Furthermore, a selection condition is defined as a
condition for determining which one of plural variants is to
be selected for a variable function by each apparatus type.

For example, for the collective output function repre-
sented by “collective output”, “four pages” as a variant “1”,
that is, a function for collectively outputting four pages onto
a single sheet of paper, is indicated. Furthermore, “eight
pages” as a variant “2”, that is, a function for collectively
outputting eight pages onto a single sheet of paper, is
indicated. Furthermore, as selection conditions, a condition
that an apparatus type of the generation “1” should select the
variant 1 “four pages” and a condition that an apparatus type
of'the generation “2” or “3” should select the variant 2 “eight
pages” are illustrated. In this example, an apparatus type for
which the variant 1 “four pages” is determined to be selected
is able to output four pages or less (that is, two pages, four
pages, etc.) onto a single sheet of paper, with the use of the
collective output function. Furthermore, an apparatus type
for which the variant 2 “eight pages” is determined to be
selected is able to output eight pages or less (that is, two
pages, four pages, eight pages, etc.) onto a single sheet of
paper, with the use of the collective output function.

Furthermore, for example, for the stamp function repre-
sented by “stamp”, “for color” as a variant 1, that is, a
function for adding a predetermined image in color to paper,
is indicated. Moreover, ‘“for monochrome” as a variant 2,
that is, a function for adding a predetermined image in black
and white to paper, is indicated. As selection conditions, a
condition that an apparatus type for which the item “color/
monochrome” in inter-type difference information indicates
“color” should select the variant 1 “for color” and a condi-
tion that an apparatus type for which the item “color/
monochrome” in inter-type difference information indicates
“monochrome” should select the variant 2 “for mono-
chrome” are set. In this example, an apparatus type for
which the variant 1 “for color” is determined to be selected
is able to add a predetermined image in color or black and
white to paper, with the use of the stamp function. Mean-
while, an apparatus type for which the variant 2 “for
monochrome” is determined to be selected is not able to add
a predetermined image in color to paper but is able to add a
predetermined image in black and white to paper, with the
use of the stamp function.

As described above, in variable function information,
variants indicating more specific contents of functions are
set for a variable function represented in intra-generation
information. By applying a selection condition based on the
contents of inter-type difference information, a variant to be
selected for each apparatus type is determined.

Process for Determining Function Provided in Image Form-
ing Apparatus

Next, a process performed by the terminal apparatus 10 to
determine a function provided in the image forming appa-
ratus 20, based on the inter-type difference information, the
intra-generation information, and the variable function
information will be explained. FIG. 6 is a flowchart illus-
trating an example of a process for determining a function
provided in the image forming apparatus 20. For example, a
case where the inter-type difference information illustrated
in FIG. 3, the intra-generation information illustrated in FIG.
4, and the variable function information illustrated in FIG. 5
are used will be explained below.

First, the function display unit 112 receives, as an opera-
tion input from a user, an operation input for selecting the
apparatus type of an image forming apparatus 20 to be used
by the user (step S101). When the apparatus type is selected



US 9,434,195 B2

9

(hereinafter, the apparatus type selected by the user will be
referred to as a selected apparatus type), the function display
unit 112 determines, from inter-type difference information
stored in the inter-type difference information storage unit
114, inter-type difference information corresponding to the
selected apparatus type (step S102). Next, the function
display unit 112 identifies a generation to which the selected
apparatus type belongs, based on information of the gen-
eration included in the determined inter-type difference
information. Then, the function display unit 112 determines
the intra-generation information management unit 113 cor-
responding to the identified generation (step S103).

FIG. 7 is a diagram for explaining an example of intra-
generation information corresponding to a selected appara-
tus type. For example, in the case where the selected
apparatus type is the apparatus type A, first, inter-type
difference information corresponding to the apparatus type
A is determined from the inter-type difference information
illustrated in FIG. 3. Then, based on the inter-type difference
information for the apparatus type A, the generation “1” is
identified as the generation to which the apparatus type A
belongs. Next, the intra-generation information management
unit 113 corresponding to the generation “1” is determined,
and the intra-generation information 1 is determined as
intra-generation information for the generation “1” from the
intra-generation information illustrated in FIG. 4. The
example illustrated in FIG. 7 indicates that the intra-gen-
eration information for the apparatus type A is the intra-
generation information 1. In the case where a different
apparatus type is selected, similar processing is performed,
an intra-generation information management unit 113 cor-
responding to the selected apparatus type is determined, and
intra-generation information corresponding to the selected
apparatus type is determined, as illustrated in FIG. 7.

After the processing of step S103, the intra-generation
information management unit 113 determines, based on the
inter-type difference information of the selected apparatus
type and the intra-generation information of the generation
to which the selected apparatus type belongs, a function
supported by the selected apparatus type from among all the
functions defined to be likely to be provided in the image
forming apparatuses 20 (step S104). Here, the intra-genera-
tion information management unit 113 determines, from
among all the functions, a function that is likely to be
provided in the image forming apparatus 20 of the genera-
tion to which the apparatus type belongs. Furthermore, for a
determined function for which a support condition is set, the
intra-generation information management unit 113 deter-
mines, by applying the support condition in accordance with
the inter-type difference information of the selected appa-
ratus type, whether or not the selected apparatus type has the
function.

FIG. 8 is a diagram for explaining an example of a
function provided in a selected apparatus type. For example,
in the case where the selected apparatus type is the apparatus
type B, functions provided in the apparatus type B are
determined based on the inter-type difference information
for the apparatus type B illustrated in FIG. 3 and the
intra-generation information for the apparatus type B illus-
trated in FIG. 4 (that is, the intra-generation information 1).
Since a circle mark is found in “size”, “color mode”,
“collective output”, and “FAX” in the intra-generation infor-
mation 1, the apparatus type B is likely to have these
functions. However, for “color mode” and “FAX”, the
condition 1 and the condition 2 are set, respectively, as
support conditions.

10

15

20

25

30

35

40

45

50

55

60

65

10

When the condition 1 is applied to the inter-type differ-
ence information for the apparatus type B, since the item
“color/monochrome” for the apparatus type B indicates
“monochrome”, the condition 1 is not met. Therefore, the
apparatus type B does not have the “color mode” function.
When the condition 2 is applied to the inter-type difference
information for the apparatus type B, since the item “MFP/
SFP” for the apparatus type B indicates “MFP”, the condi-
tion 2 is met. Therefore, the apparatus type B has the “FAX”
function. As a result, the example illustrated in FIG. 8
indicates that the apparatus type B has the “size” function,
the “collective output™ function, and the “FAX” function. In
the case where a different apparatus type is selected, similar
processing is performed, and a function provided in the
selected apparatus type is determined, as illustrated in FIG.
8.

After the processing of step S104, the intra-generation
information management unit 113 determines whether or not
the functions provided in the selected apparatus type include
a variable function (step S105). In the case where a variable
function is not included (No in step S105), since all the
functions supported by the selected apparatus type are
determined, the process ends. Meanwhile, in the case where
a variable function is included (Yes in step S105), the
intra-generation information management unit 113 deter-
mines, based on the inter-type difference information for the
selected apparatus type and the variable function informa-
tion stored in the function information storage unit 115, a
variant of the variable function provided in the selected
apparatus type (step S106). Here, the intra-generation infor-
mation management unit 113 determines, by applying a
selection condition set in the variable function information
in accordance with the inter-type difference information for
the selected apparatus type, a variant corresponding to the
selected apparatus type. When a variant is determined for
each of the variable functions, since all the functions sup-
ported by the selected apparatus type are determined, the
process ends.

FIG. 9 is a diagram for explaining an example of a
variable function provided in a selected apparatus type. A
function provided in each apparatus type is determined as
illustrated in FIG. 8, where the “collective output” function
and the “stamp” function are variable functions. Therefore,
for example, in the case where the selected apparatus type is
the apparatus type G, the contents of a function of a variable
function provided in the apparatus type G are determined
based on the inter-type difference information for the appa-
ratus type G illustrated in FIG. 3 and the variable function
information illustrated in FIG. 5. For the “collective output”
function, when a selection condition set in the variable
function information illustrated in FIG. 5 is applied to the
inter-type difference information for the apparatus type G,
since the apparatus type G is in its generation “3”, the variant
2 “eight pages” is determined.

Furthermore, for the “stamp” function, when a selection
condition set in the variable function information is applied
to the inter-type difference information for the apparatus
type G, since the item “color/monochrome” of the apparatus
type G indicates “color”, the variant 1 “for color” is deter-
mined. Therefore, FIG. 9 illustrates that “collective output”
and “stamp” for the apparatus type G are “eight pages” and
“for color”, respectively. In the case where a different
apparatus type is selected, similar processing is performed,
and a variant of a variable function for the selected apparatus
type is determined, as illustrated in FIG. 9.

As described above, a function supported by the image
forming apparatus 20 is determined, based on the inter-type
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difference information, the intra-generation information, and
the variable function information. FIG. 10 is a diagram
illustrating an example of specifications of apparatus types
of the image forming apparatuses 20. As explained in FIGS.
7 t0 9, when a process is performed for each apparatus type
as illustrated in FIG. 6, functions provided in individual
apparatus types are determined as illustrated in FIG. 10.
After the flow of the process is completed, the function
display unit 112 displays a screen for executing printing with
a function supported by the image forming apparatus 20,
based on the function determined by the intra-generation
information management unit 113. Furthermore, a user
performs selection of a function to be used for printing,
based on the contents displayed by the function display unit
112, and the like. Then, when the user performs an operation
for performing printing, the printing processing unit 111
generates a print job. When the generated print job is
transmitted to the image forming apparatus 20, printing
processing is performed by the image forming apparatus 20.

A known universal printer which supports plural appara-
tus types is configured, for example, as illustrated in FIGS.
11A and 11B. FIGS. 11A and 11B are diagrams for explain-
ing examples of a known universal driver 200. The known
universal driver 200 includes, for example, a printing pro-
cessing unit 201, a function display unit 202, an apparatus
type information definition unit 203, and a function defini-
tion unit 204. The printing processing unit 201 performs
processing similar to that performed by the printing pro-
cessing unit 111 according to an exemplary embodiment,
and the function display unit 202 performs processing
similar to that performed by the function display unit 112
according to an exemplary embodiment. Therefore, expla-
nation for those similar units will be omitted.

The apparatus type information definition unit 203 exists
for each apparatus type of the image forming apparatus 20
and stores information which defines a list of functions
provided in the apparatus type of the image forming appa-
ratus 20.

The function definition unit 204 exists for each function
of the image forming apparatus 20 and stores information
which defines the contents of the function provided in the
image forming apparatus 20.

In the example illustrated in FIG. 11A, the apparatus type
information definition unit 203a defines that the image
forming apparatus 20 of the “apparatus type 1” has the
“function A”, the “function B”, and the function “C”, and the
apparatus type information definition unit 20356 defines that
the image forming apparatus 20 of the “apparatus type 2”
has the “function A” and the “function C”. Furthermore, the
function definition unit 204a defines the contents of the
“function A”, the function definition unit 2045 defines the
contents of the “function B”, and the function definition unit
204c defines the contents of the “function C”.

After the universal driver is released to the market, if the
universal driver is caused to support a new type of the image
forming apparatus 20, the apparatus type information defi-
nition unit 203 and the function definition unit 204 for the
new apparatus type are added. FIG. 11B is a diagram for
explaining an example of the known universal driver 200
when the universal driver 200 is caused to support a new
apparatus type.

In the example illustrated in FIG. 11B, as a new apparatus
type, an “apparatus type 3” defined by the apparatus type
information definition unit 203¢ is added. The image form-
ing apparatus 20 of the “apparatus type 3” has the “function
C” and the function “D”. The function definition unit 204¢
defines the contents of the “function C”, and the function
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definition unit 2044 defines the contents of the “function D”.
In the case of the known universal driver, for example, when
the apparatus type information definition unit 203¢ is newly
added by addition of the new apparatus type, the printing
processing unit 201 and the function display unit 202, which
are provided commonly to the individual apparatus types,
are required to be updated in order to support the newly
added apparatus type information definition unit 203¢. In
this case, the printing processing unit 201 and the function
display unit 202 which have been updated are required to
continuously support the existing apparatus type informa-
tion definition unit 203 (for example, the apparatus type
information definition unit 203a and the apparatus type
information definition unit 2035) and the existing function
definition unit 204 (for example, the function definition units
204a, 204b, and 204c¢), and an operation for operation
guarantee is performed to verity if support is possible. The
amount of such an operation for operation guarantee
increases as the number of apparatus types of the image
forming apparatuses 20 (that is, the number of apparatus
type information definition units 203) increases.

Furthermore, a function change caused by addition of a
new apparatus type causes the definition of the existing
function definition unit 204 to be changed. The function
change mentioned above represents, for example, an
increase in the number of set items for a function and a
change in the preset value of a set item. That is, in the
example illustrated in FIG. 11B, when a function change
occurs in the existing “function C” in accordance with
addition of the “apparatus type 3” defined by the apparatus
type information definition unit 203¢, the definition of the
function definition unit 204¢ changes. Therefore, the “appa-
ratus type 1 and the “apparatus type 2” that originally have
the “function C” are affected by the function change.

Furthermore, for example, when a function change occurs
in the existing “function C” in accordance with addition of
the “apparatus type 37, apart from the function definition
unit 204¢, for example, a function definition unit 204¢1 (not
illustrated) which defines a new “function C1” may be
added. However, in this case, although the newly added
function definition unit 204¢1 is the same function as the
existing function definition unit 204¢, different function
definition units 204 exist. Therefore, the function definition
units 204 are not treated uniformly, and therefore, for
example, storage capacity resources are wasted.

In contrast, in an exemplary embodiment, in the case
where a new function is added, the new function is addi-
tionally defined, without changing the existing function in
the function information storage unit 115. Even in the case
where the contents and behavior of the existing function
change, the existing function is not changed but a new
function is derived and then added. Furthermore, intra-
generation information is completely separated between
generations. Therefore, addition of an apparatus type of a
new generation does not affect intra-generation information
of an existing generation, and the behavior of an existing
apparatus type is maintained without any change. The print-
ing processing unit 111 and the function display unit 112 that
are provided commonly to individual apparatus types of the
image forming apparatuses 20 do not handle apparatus type
information for each apparatus type as in the known appa-
ratus type information definition unit 203 but communicate
with the intra-generation information management unit for
each generation.

As described above, intra-generation information is com-
pletely separated between generations. Therefore, addition
of an apparatus type of a new generation does not affect
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intra-generation information of an existing generation, and
the behavior of an existing apparatus type is maintained
without any change. Addition of a new apparatus type and
a function of the new apparatus type do not affect a function
used by an existing apparatus type within the inter-type
difference information storage unit 114, the intra-generation
information management unit 113, and the function infor-
mation storage unit 115. Therefore, in the case where
implementation of the printing processing unit 111 and the
function display unit 112 is changed to support a new
function and a new apparatus type, compared to a known
configuration in which operation guarantee is performed,
among the apparatus type information definition units 203
that exist for individual apparatus types, for verifying if
individual functions of the apparatus types normally operate,
the configuration according to this exemplary embodiment
does not require to verify all the functions for all the
apparatus types but may verify all the functions for an
existing generation. As a result, the amount of operation for
operation guarantee of an existing apparatus type by addi-
tion of a new function and new apparatus type may be
reduced.

The term “function” mentioned above includes “prohibi-
tion” indicating a constraint, such as a cooperation/exclusion
relationship between printing settings, and a Ul including a
dialog for allowing a user to operate printing settings and
setting elements (control) within the dialog. That is, in this
exemplary embodiment, display by the function display unit
112 is performed based on the function information storage
unit 115 and the intra-generation information management
unit 113.

Furthermore, it may be assumed that the printing process-
ing unit 111 is shared between generations. When a pair of
one or more printing settings and a print job is stored, by
comparing print jobs based on predetermined printing set-
tings after a new function is added or the like, it is verified
that no unpredictable change has occurred in the printing
processing unit 111. That is, in this exemplary embodiment,
in the case where implementation of the printing processing
unit 111 has been changed to support a new function and a
new apparatus type, by comparing print jobs before and after
the change in the implementation for the individual func-
tions of an existing generation, operation guarantee for the
existing apparatus type for the printing processing unit 111
is performed.

Furthermore, in this exemplary embodiment, variants
which involve plural different behaviors are treated as a
single variable function, and the plural variants do not affect
each other. In the case where a function change occurs in an
existing function, by defining a variant different from the
original definition, the contents of the function after the
function change occurs are treated as a different variant,
without changing the original definition. As described
above, since the original definition is not changed, for
example, even if a function change occurs in accordance
with addition of a new apparatus type, the contents of the
originally existing function are maintained without being
affected by the function change and without changing the
behavior of the existing apparatus type. Furthermore, vari-
ants which involve different behaviors are uniformly treated
as a single variable function, and wasting of resources is
reduced.

Hardware Configuration of Terminal Apparatus

Finally, a hardware configuration of the terminal appara-
tus 10 will be explained. FIG. 12 is a diagram illustrating an
example of the hardware configuration of the terminal
apparatus 10 according to an exemplary embodiment. As
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illustrated in FIG. 12, the terminal apparatus 10 includes a
central processing unit (CPU) 11 serving as an arithmetic
operation unit, and a main memory 12 and a magnetic disk
device (hard disk drive (HDD)) 13 serving as a storage unit.
The CPU 11 executes various programs, such as an opera-
tion system (OS), an application, and the printer driver 102,
and implements the individual function units of the terminal
apparatus 10 described above. Furthermore, the main
memory 12 is a storage region in which various programs,
data to be used for execution of the various programs, and
the like are stored. The magnetic disk device 13 is a storage
region in which input data to the various programs, output
data from the various programs, and the like are stored. The
terminal apparatus 10 also includes a communication I/F 14
for communicating with an external apparatus, the display
mechanism 15 including a video memory, a display, and the
like, and an input device 16, such as a keyboard and a
mouse.

A program for implementing an exemplary embodiment
of the present invention is not only provided by a commu-
nication unit but also able to be stored in a recording
medium such as a CD-ROM and provided.

The foregoing description of the exemplary embodiments
of the present invention has been provided for the purposes
of illustration and description. It is not intended to be
exhaustive or to limit the invention to the precise forms
disclosed. Obviously, many modifications and variations
will be apparent to practitioners skilled in the art. The
embodiments were chosen and described in order to best
explain the principles of the invention and its practical
applications, thereby enabling others skilled in the art to
understand the invention for various embodiments and with
the various modifications as are suited to the particular use
contemplated. It is intended that the scope of the invention
be defined by the following claims and their equivalents.

What is claimed is:

1. A printing instruction apparatus, comprising:

a definition unit configured to define a function of a
printing apparatus;

a group storage unit configured to store, for each of
groups of printing apparatuses categorized in accor-
dance with a predetermined rule, function information
indicating a function provided in a printing apparatus
which belongs to a group of the groups of printing
apparatuses, from among functions defined by the
definition unit;

a difference storage unit configured to store difference
information indicating a group to which an apparatus
type belongs and a difference between apparatus types
of printing apparatuses and functions of the printing
apparatuses; and

a determination unit configured to determine a function of
the apparatus type, based on the function information
corresponding to the apparatus type which is identified
by the group indicated by the difference information.

2. The printing instruction apparatus according to claim 1,

wherein the function information indicates a function
which is provided in the printing apparatus belonging
to the group and defines a condition to be met by the
printing apparatus of the apparatus type to have the
function, and

wherein the determination unit is configured to apply the
condition set for the function information to the differ-
ence information to determine a function of the appa-
ratus type.
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3. The printing instruction apparatus according to claim 1,

further comprising:

a variable function storage unit configured to store, as a
function indicated by the function information, variable
function information which defines a variable function
including contents of a plurality of different functions,

wherein when the printing apparatus of the apparatus type
has the variable function, the variable function infor-
mation defines a condition for determining contents of
a function from among the contents of the plurality of
functions in the variable function, and

wherein when it is determined that the apparatus type has
the variable function, the determination unit is config-
ured to apply the condition set for the variable function
information to the difference information to determine
contents of a function of the variable function provided
in the apparatus type.

4. The printing instruction apparatus according to claim 2,

further comprising:

a variable function storage unit configured to store, as a
function indicated by the function information, variable
function information which defines a variable function
including contents of a plurality of different functions,

wherein when the printing apparatus of the apparatus type
has the variable function, the variable function infor-
mation defines a condition for determining contents of
a function from among the contents of the plurality of
functions in the variable function, and

wherein when it is determined that the apparatus type has
the variable function, the determination unit is config-
ured to apply the condition set for the variable function
information to the difference information to determine
contents of a function of the variable function provided
in the apparatus type.

5. The printing instruction apparatus according to claim 1,

further comprising:

a display configured to display a screen for executing
printing with the function determined by the determi-
nation unit; and

a printing instruction unit configured to issue an instruc-
tion to perform printing with the function determined
by the determination unit.

6. The printing instruction apparatus according to claim 2,

further comprising:

a display configured to display a screen for executing
printing with the function determined by the determi-
nation unit; and

a printing instruction unit configured to issue an instruc-
tion to perform printing with the function determined
by the determination unit.

7. The printing instruction apparatus according to claim 3,

further comprising:

a display configured to display a screen for executing
printing with the function determined by the determi-
nation unit; and

a printing instruction unit configured to issue an instruc-
tion to perform printing with the function determined
by the determination unit.

8. The printing instruction apparatus according to claim 4,

further comprising:

a display configured to display a screen for executing
printing with the function determined by the determi-
nation unit; and
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a printing instruction unit configured to issue an instruc-
tion to perform printing with the function determined
by the determination unit.

9. A printing system comprising:

a printing apparatus configured to print an image on a
recording medium; and

a printing instruction apparatus configured to instruct the
printing apparatus to print an image,

wherein the printing instruction apparatus includes:

a definition unit configured to define a function of the
printing apparatus,

a group storage unit configured to store, for each of
groups of printing apparatuses categorized in accor-
dance with a predetermined rule, function informa-
tion indicating a function provided in a printing
apparatus which belongs to a group of the groups,
from among functions defined by the definition unit,

a difference storage unit configured to store difference
information indicating a group to which an apparatus
type belongs and a difference between types of
printing apparatuses and functions of the printing
apparatuses, and

a determination unit configured to determine a function
of the apparatus type, based on the function infor-
mation corresponding to the apparatus type which is
identified by the group indicated by the difference
information.

10. A printing instruction method comprising:

defining, performed by at least one processor, a function
of a printing apparatus;

storing, performed by the at least one processor, for each
of groups of printing apparatuses categorized in accor-
dance with a predetermined rule, function information
indicating a function provided in a printing apparatus
which belongs to a group of the groups, from among
defined functions;

storing, performed by the at least one processor, differ-
ence information indicating a group to which an appa-
ratus type belongs and a difference between apparatus
types of printing apparatuses and functions of the
printing apparatuses; and

determining, performed by the at least one processor, a
function of the apparatus type, based on the function
information corresponding to the apparatus type which
is identified by the group indicated by the difference
information.

11. A non-transitory computer readable medium storing a
program causing a computer to execute a process for print-
ing instruction, the process comprising:

defining a function of a printing apparatus;

storing, for each of groups of printing apparatuses cat-
egorized in accordance with a predetermined rule,
function information indicating a function provided in
a printing apparatus which belongs to a group of the
groups, from among defined functions;

storing difference information indicating a group to which
an apparatus type belongs and a difference between
apparatus types of printing apparatuses and functions of
the printing apparatuses; and

determining a function of the apparatus type, based on the
function information corresponding to the apparatus
type which is identified by the group indicated by the
difference information.
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